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MEETS & EXCEEDS

MINOC POWER DRIVE SAE 15W-40  API CI-4/SL is a high-performance engine oil formulated for diesel engines. Its 
provides strong lubrication at high temperatures, delivering excellent wear protection, oxidation resistance, and engine 
cleanliness. Suitable for heavy-duty trucks, light commercial vehicles, and SUVs, it ensures reliable performance under 
everyday driving as well as demanding operating conditions.

Disclaimer : Vehicle manufacturer names are used for application reference only and do not imply endorsement, approval or affiliation. Always use the lubricant grade and 
performance level specified by the vehicle manufacturer.

PRODUCT DATA SHEET

DESCRIPTION

SUITABLE FOR USE IN

Offered In : 1L / 4L / 5L / 20L / 25L / 208L / IBC
FOR DIESEL ENGINE

API CI-4/SL - FULLY SYNTHETIC

www.minoc.ae
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API CI-4/SL - ACEA E7 
GLOBAL DHD-1 JASO DH-1 
Cummins CES 20071/-72/-75/-76/-77/-78, Mack EO-M PLUS - MB 228.3 - MAN M 3275-1 
 Volvo VDS-3 - Renault RLD-2 - Detroit Diesel, 93K215 - MTU Type 2 - Deutz DQC III-10

GENERAL CHARACTERISTICS

• Reliable performance under high-temperature and heavy-load conditions
• Strong protection against engine wear and deposits
• Good thermal and oxidation stability at elevated temperatures
• Maintains engine cleanliness and supports long-term engine durability
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